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mation is performed by methods for detecting the presence 
of nonaqueous phase liquid in a SubSurface formation, and 
for determining the composition and for determining the 
Volume of nonaqueous phase liquids. Generally the methods 
comprise introducing one or more partitioning tracers and 
one or more non-partitioning tracers at one or more injection 
points located in the SubSurface formation and measuring 
Separation between the one or more partitioning tracers and 
the one or more non-partitioning tracers from one or more 
Sampling points located in the SubSurface formation to 
determine presence, composition and/or Volume of nonaque 
ouS phase liquid in the SubSurface formation. In addition, the 
methods can be used to assess the performance of an 
attempted remediation. 
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CHARACTERIZATION OF ORGANIC 
CONTAMINANTS AND ASSESSMENT OF 
REMEDIATION PERFORMANCE IN 

SUBSURFACE FORMATIONS 

This is a divisional of co-pending application Ser. No. 
08/377,742 filed Jan. 23, 1995. 

FIELD OF INVENTION 

This invention concerns methods of detecting the pres 
ence of contaminants located in SubSurface formations, 
methods of determining the composition and/or Volume of 
the contaminants and methods of assessing the performance 
of remediation designed to treat or remove contaminants 
from SubSurface formations. 

BACKGROUND OF INVENTION 

In the 1980's, it became apparent that many hazardous 
waste Sites had received organic liquids, Such as petroleum 
hydrocarbons, chlorinated Solvents, creosote Solutions and 
coal tars which had Subsequently migrated into the SubSur 
face beneath these Sites. Once in the SubSurface, these 
liquids dissolved and caused the contamination of ground 
water Supplies and then proved resistant to their quantitative 
removal by the remedial approaches available. These liquids 
are known to environmental Scientists and engineers as 
non-aqueous phase liquids, or “NAPLs”. NAPLs such as 
petroleum hydrocarbons, which are lighter than water, are 
identified as "LNAPLs”, while those denser than water Such 
as chlorinated Solvents are known as "DNAPLs”. 
NAPLs are generally of Sufficiently low aqueous solubil 

ity and volatility that their limited dissolution into ground 
waters or volatilization into gases has resulted in predictions 
of their residence in the SubSurface for tens, hundreds or 
perhaps thousands of years. However, their toxicity is often 
Such that their Solubilities are many times the permitted 
maximum contaminant levels allowed by the U.S. Environ 
mental Protection Agency in drinking water. For example, 
the most common NAPL contaminant found in ground 
waters beneath hazardous waste Sites, the metal degreasing 
solvent trichloroethene, has an aqueous solubility of 1385 
milligrams/liter but a maximum contaminant level of 5 
micrograms/liter. 

Partly because of their ubiquitous use in industry and 
commerce, low maximum contaminant levels and mobility 
in the SubSurface in dissolved and gaseous States, NAPLS 
and NAPL constituents, Such as benzene derived from 
gasoline, have come to occupy a central place in the tech 
nical and regulatory processes associated with the charac 
terization and remediation of hazardous waste sites. In 
addition, NAPLS have become the focus of this concern 
because of the extreme difficulty in detecting their presence. 
In the context of this discussion, “detection” means the act 
of inferring the amount, location and/or composition of the 
NAPL. In recent years, a number of knowledgeable observ 
erS have commented on the cost and impracticality of 
detecting DNAPLS using conventional site-characterization 
techniques. See, for example, Huling and Weaver, DNAPL 
site evaluation, Project Summary, EPA/600/SR-93/022, U.S. 
Environmental Protection Agency, R.S. Kerr Environmental 
Research Laboratory, Ada, Okla., 74.820 (1993); Cohen and 
Mercer, Dense nonaqueous phase liquids, Ground Water 
Issue, EPA/540/4-91-002, U.S. Environmental Protection 
Agency, R.S. Kerr Environmental Research Laboratory, 
Ada, Okla., 74.820 (1989); MacKay and Cherry, “Ground 
water Contamination: Pump-and-treat Remediation,” Envi 
ronmental Science and Technology, 23(6): 630–636 (1993). 
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2 
However, despite the expenditure of billions of dollars 

annually by the U.S. Government through the Environmen 
tal Protection Agency (for instance, in the implementation of 
Superfund), the U.S. Department of Energy (implementing 
the Environmental Restoration Program), the U.S. Depart 
ment of Defense (implementing the Installation Restoration 
Program), as well as private corporations, the U.S. Envi 
ronmental Protection Agency reported in April, 1993 (Cohen 
and Mercer, 1993) that “relatively little effort has been 
expended on developing new site-characterization tools or 
methods for DNAPL sites.” This situation has resulted in 
substantive problems for DNAPL site characterization, in 
particular because of the tendency of DNAPLs, due to their 
density and Viscosity, to migrate both vertically and laterally 
from their point of entry into the subsurface to considerable 
depth. Consequently, DNAPLs are “largely undetected and 
yet are likely to be a significant limiting factor in Site 
remediation” (Huling and Weaver, 1991). 

It follows from the sparing solubility and volatility of 
NAPLs that, generally, the vast majority of the mass of an 
organic liquid released to the SubSurface may remain in the 
NAPL form. Relatively minuscule concentrations will be 
present in the dissolved and vapor States, but it is these leSS 
important phases that are generally monitored for compli 
ance with regulations concerning the performance of the 
remedial operations at a site (see, Environmental Protection 
Agency, “General methods for remedial operations perfor 
mance evaluations,” EPA/600/R092/002, R.S. Kerr Envi 
ronmental Research Laboratory, Ada, Okla. 74820 (1992)). 

SUMMARY OF THE INVENTION 

It is now contemplated that one or more problems exist in 
the area of NAPL remediation, namely the inability to 
directly measure NAPL location, Volume and composition 
and thereby quantitatively assess the performance of reme 
dial technologies. Thus, the absence of reliable tools for 
detecting NAPLs, particularly DNAPLs, prevents successful 
remediation or perhaps even containment at hazardous waste 
Sites because effective methods of remediation or contain 
ment or both cannot be focused on the Source of contami 
nation when the location, amount and perhaps composition 
of the Source are unknown. Furthermore, without direct 
quantitative measures of NAPL Volume and composition, 
the performance of remediation technologies cannot be 
assessed. 

The present invention provides a Solution to one or more 
of the needs and disadvantages discussed above. This inven 
tion provides a significant development in the context of 
contaminant remediation by providing a process to, in the 
first instance, detect whether a NAPL is present. In addition, 
this invention further Supplies a method to assess the per 
formance of an attempted remediation by measuring the 
volume of NAPL in the Subsurface both before and after the 
attempted remediation. Still further, this invention provides 
a proceSS for ascertaining the composition of the NAPL 
located in the SubSurface prior to remediation, thereby 
enabling the design of the remediation which is specifically 
directed to removal of the thus identified constituents of the 
NAPL. The several aspects of this invention will now be 
described. 

This invention, in one respect, is a method for detecting 
the presence of nonaqueous phase liquid in a SubSurface 
formation, comprising: 

(A) introducing one or more partitioning tracers and one 
or more non-partitioning tracers at one or more intro 
duction points located in the SubSurface formation; 
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(B) measuring separation between the one or more par 
titioning tracers and the one or more non-partitioning 
tracers from one or more Sampling points to determine 
whether nonaqueous phase liquid is present in the 
SubSurface formation. 

This invention, in a Second respect, is a method for 
detecting the presence of dense nonaqueous phase liquid 
located in a SubSurface formation, comprising: 

(A) introducing one or more partitioning tracers and one 
or more non-partitioning tracers into one or more 
introduction points located in the SubSurface formation; 

(B) measuring separation between the one or more par 
titioning tracers and the one or more non-partitioning 
tracers from one or more Sampling points to determine 
whether dense nonaqueous phase liquid is present. 

This invention, in a third respect, is a method for deter 
mining a three dimensional distribution of nonaqueous 
phase liquid located in a SubSurface formation, comprising: 

(A) introducing one or more non-partitioning tracers into 
one or more injection points located in the SubSurface 
formation; 

(B) withdrawing the one or more non-partitioning tracers 
and one or more partitioning tracer from one or more 
Sampling points located in the SubSurface formation; 

wherein the introducing occurs at two or more depths or 
the withdrawing occurs at two or more depths or 
wherein both the withdrawing and the introducing 
occur at two or more depths, 

(C) measuring separation between the one or more non 
partitioning tracers and the one or more partitioning 
tracers from the one or more sampling points to deter 
mine the three dimensional distribution of nonaqueous 
phase liquid in the Subsurface formation. 

This invention, in a fourth respect, is a method for 
determining a composition of nonaqueous phase liquid 
located in a SubSurface formation, comprising: 

(A) introducing one or more non-partitioning tracers and 
two or more partitioning tracers into one or more 
introduction points located in the SubSurface formation; 

(B) measuring separation between the one or more non 
partitioning tracers and the two or more partitioning 
tracers from one or more Sampling points; 

(C) comparing the measured separation with reference 
Separation of the one or more non-partitioning tracers 
and the two or more partitioning tracers when contacted 
with known nonaqueous phase liquids to determine the 
identity of the nonaqueous phase liquids in the SubSur 
face formation. 

This invention, in a fifth respect, is a method for deter 
mining a Volume of dense nonaqueous phase liquid located 
in a SubSurface formation, comprising: 

(A) introducing one or more non-partitioning tracers and 
one or more partitioning tracers into one or more 
introduction points located in the SubSurface formation; 

(B) measuring separation between the one or more non 
partitioning tracers and the two or more partitioning 
tracers from one or more Sampling points to determine 
the Volume of dense nonaqueous phase liquids in the 
SubSurface formation. 

In a sixth respect, this invention is a method for assessing 
the performance of attempted remediation of dense non 
aqueous phase liquid located in a SubSurface formation, 
comprising: 

(A) introducing one or more non-partitioning tracers and 
one or more partitioning tracers into one or more 
injection points located in the SubSurface formation; 
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4 
(B) measuring separation between the one or more non 

partitioning tracers and the two or more partitioning 
tracers from one or more Sampling points to determine 
the Volume of dense nonaqueous phase liquids in the 
SubSurface formation; 

(C) performing an attempted remediation to treat or 
remove nonaqueous phase liquid in the SubSurface 
formation; 

(D) repeating steps (A) and (B) to assess performance of 
the attempted remediation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows a chromatogram from Example 1 of the 
normalized concentration of tracers plotted against pore 
Volumes. 

FIG. 2 shows a chromatogram from Example 2 of the 
results of a partitioning tracer experiment following reme 
diation. 

FIG. 3 shows breakthrough curves from Example 3 after 
injection of tracers through a clean column. 

FIG. 4 shows response curves for light tracers used in 
Example 3. 

FIG. 5 shows response curves for perfluorocarbon tracers 
used in Example 3. 

FIG. 6 shows response curves for tracers used in Example 
3. 

FIG. 7 shows flow rate dependency (partition coefficients) 
versus flow rate as described in Example 3. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The amount of tracer used in the practice of this invention 
will vary depending on NAPL volume, pore volume of the 
SubSurface to be investigated and detection limits of the 
detection equipment employed. Generally, however, the 
tracers are employed in an amount Such that the tracer 
concentration at Sampling points will exceed a minimum 
detection levels for the analytical instrument suitable for the 
conditions of interest. 

Generally, in the first Step of the practice of the invention, 
partitioning and nonpartitioning tracers are introduced into a 
SubSurface formation. The partitioning tracers are charac 
terized as having the property of partitioning into the NAPL 
to a greater extent than the nonpartitioning tracer Such that 
the partitioning tracer travels in the SubSurface formation at 
a slower rate than the nonpartitioning tracer. For example, 
depending on the NAPL in the subsurface formation, a 
six-carbon alcohol (e.g., dimethylbutanol) might partition 
into the NAPL more than a three-carbon alcohol (e.g., 
isopropanol) Such that the lighter alcohol travels through the 
SubSurface formation more rapidly than the heavier alcohol. 
This concept is similar to the elution of disparate Substances 
through a chromatography bed to Separate the disparate 
Substances. The partition coefficient of a given tracer pro 
vides an indication of the relative partitioning to be expected 
in the practice of this invention. Appropriate tracers can be 
Selected from partitioning information to Select at least one 
nonpartitioning tracer and one or more partitioning tracers 
(relative to the partition coefficient of the nonpartitioning 
tracer). 

Generally, it is contemplated that the tracers will be 
introduced into the SubSurface formation via a carrier fluid. 
In one embodiment of this invention, the carrier fluid is a 
liquid Such as water. In another embodiment of this 
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invention, the carrier fluid is gaseous at ambient 
temperatures, Such as air. 
A wide variety of tracers can be used in the practice of this 

invention and virtually any compound can be used as a tracer 
with the proviso that the tracer has a different composition 
from the NAPL. Representative classes of useful tracers 
include alcohols, perfluorocarbons, perfluorosulfur 
compounds, esters, amines, amides, hydrocarbons, Sulfates, 
aldehydes, ketones, as well as Salts of bromide and iodide. 
Representative examples of useful alcohols include C-Co 
alcohols and polyhydric alcohols. Representative examples 
of useful perfluorocarbons include carbon tetrafluoride 
(CF), octafluorocyclobutane (CF), octafluorocyclopen 
tene (CSF), dodecafluorodimethylcyclobutane (CF), per 
fluoromethylcyclohexane (C7F) and perfluoro-1,3- 
dimethylcyclohexane (CF). When a liquid carrier fluid is 
employed, preferred tracers are alcohols. When the carrier 
fluid is gaseous, preferred tracers are perfluorocarbons. 

The amounts of tracers will vary widely depending on a 
variety of factors well known to those skilled in the art. Such 
factors include but are not limited to the type of tracers 
employed, the pore Volume of the SubSurface formation 
(pore volume being defined as the volume of pore space 
encountered by the tracers between the introduction points 
and Sampling points), the NAPL Saturation in the SubSurface 
formation (defined as the volume fraction of NAPL per unit 
pore space in the Subsurface formation), the distance 
between introduction points and extraction (or “sampling) 
points, the geology of the SubSurface formation and the 
partition coefficients of the tracers. 

The tracers used here can be reactive tracers including 
chemically reactive tracers and biologically reactive tracers. 

Chemically reactive tracers typically comprise Substances 
Such as esters which hydrolyze during the practice of this 
invention to form an alcohol and a carboxylic acid with the 
resulting alcohol and unreacted ester functioning as the 
tracers. For example, ethyl acetate and propyl formate 
hydrolyze to form, respectively, ethanol and propanol. Use 
of chemically reactive tracers is advantageous in circum 
stances where the introduction point and the Sampling point 
are at the same location. The use of chemically reactive 
tracers enhances the Signal produced in the measurement 
equipments. It should be appreciated a Soak time may be 
needed to enable the tracers to react, Such as to hydrolyze. 
Use of chemically reactive tracers is not, however, limited to 
Such applications. Thus, owing to the relatively short times 
that tracerS Spend in the Soil traveling along Streamlines 
between wells, reactive tracers could also be used in the 
practice of any other aspects of this invention. Representa 
tive examples of useful esters include ethyl acetate, methyl 
acetate, isopropyl acetate, ethyl acetoacetate, ethyl acrolate, 
ethyl methacrolate, ethyl butylate, ethyl benzoate, propyl 
formate, ethyl formate, dimethyl maleate, dimethyl 
fomarate, dimethyl phthalate, dimethyl glutarate, dimethyl 
Succinate, methyl Salicylate, methyl methacrylate, methyl 
acrylate, isobutyl methacrylate, isobutyl acrylate, ethylene 
glycol monomethyl ether acetate, ethylene glycol monethyl 
ether acetate, ethylene glycol monobutyl ether acetate, ethyl 
oxalate, ethyl methacrylate, ethylbutylate and ethyl acry 
late. 

Biologically reactive tracers are Substances which 
respond to microbiologically induced reactions indicative of 
the presence or absence of NAPL. For instance, such bio 
logically reactive tracers may be capable of being used as a 
fuel or nutrient for given microorganisms. The use of 
biologically reactive tracers is envisioned in circumstances 
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6 
where the NAPL present in the subsurface environment is at 
a level prior to remediation Sufficient to SuppreSS the growth 
of microorganisms. When the given NAPL is removed 
Sufficiently, the microorganisms may repopulate the SubSur 
face or increase in population. In Such cases, a biologically 
reactive tracer can be Selected which the given microorgan 
ism feeds. It can thus be seen that the amount of biologically 
reactive tracer measured would diminish after remediation, 
thereby indicating a decrease in NAPL in the subsurface 
formation. For example, Sulfates in a Sulfate-reducing envi 
ronment could be induced to reduce to sulfide by action of 
Sulfate-reducing bacteria, the activity formerly being Sup 
pressed by presence of NAPL prior to remediation. 

In another embodiment of the present invention, the 
tracers can be introduced into the SubSurface formation 
together with a thickening agent. Thickening agents are 
advantageously employed in situations Such as when the 
NAPL is geologically trapped in the Soil, for example, in a 
Zone of the permeable soil, whereby the NAPL is more 
difficult to contact efficiently with tracers. In Such cases, it 
may be advantageous to include thickening agents with the 
tracers to provide a more viscous fluid which will slow the 
water preferentially where no NAPL exists and thereby help 
force the tracers into the NAPL Zone. Food grade water 
soluble polymers are readily available and useful for this 
purpose. It is thus apparent that in these applications the 
thickening agents Serve to exert hydraulic control of the 
tracers introduced in the SubSurface formation. Additionally, 
use of thickened tracer fluids may be advantageous in 
fractured formations. In Such cases, the tendency of the 
water to flow preferentially through the fractures rather than 
the rock matrix that may contain the largest fraction of 
NAPL. Polymers of variable size may be used to advantage. 
Such large molecules may exhibit size exclusion effects as 
in gel permeation chromatography and others known to 
those of skill in the art. Such effects may aid both in 
placement of the tracers in the fractured formation and in the 
interpolation of the chromatographic Signals of the tracers. 
Useful thickening agents vary widely but generally include 
water Soluble polymeric Substances having a molecular 
weight in the range from about one to about 20 million. 
Representative classes of useful thickening agents include 
polysaccharides, polyglycols and cellulose materials. Rep 
resentative examples of Such thickening agents include 
Xantham gum and carboxy methyl cellulose. The represen 
tative classes and examples of thickening agents is not 
intended to be an exhaustive list of Such Substances. The 
amount of thickening agents used will also vary depending 
on the amount of thickening desired and will also vary on the 
inherent Viscosity of the thickening agent. Generally, an 
amount of thickening agent in the range from about 100 ppm 
to about 10,000 ppm can be employed. 
The tracers used in the practice of this invention may be 

introduced into the Subsurface formation by a variety of 
ways. For instance, the tracers can be introduced Simply by 
digging a hole of desired depth, placing an amount of tracers 
in the hole and refilling the hole with the material previously 
removed. The tracers can also be introduced into the Sub 
surface formation by a variety of well known methods 
employing well known means to achieve Such methods. For 
example, tracers can be introduced by adding the tracers to 
a well Such as an extraction or a monitoring well. 
Additionally, the tracers can be introduced via a piezometer, 
a Stand pipe, a multilevel Sampler, a drive point Sampler or 
a cone-penetration Sampling point. The tracers can be added 
all at once, intermittently or continuously over time. The rate 
of introduction of the tracers is generally not critical and will 
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vary depending on the size and geology of the SubSurface 
formation. Such rate can be determined by one of skill in the 
art. AS discussed above, the amount of tracers employed will 
also vary depending on the Size and geology of the SubSur 
face formation, but generally will be an amount Sufficient 
Such that all the tracers introduced are in amounts which can 
be detected at the Sampling points after the tracers travel a 
given distance through the SubSurface formation. It is con 
templated that the farther the distance between introduction 
point and Sampling point, the larger the amount of tracers 
may be required. 

In the practice of this invention, the tracers which have 
been introduced into the SubSurface formation can be 
allowed to travel through the Subsurface formation thereby 
allowing the natural gradients to carry the tracers. 
Preferably, the tracers are forced into the subsurface forma 
tion as by pumping, i.e. injecting, the tracers. Pumping may 
be accomplished using methods and equipment well known 
to those skilled in the art. 

It is contemplated that the tracers can be introduced into 
the SubSurface formation at one injection point or at multiple 
injection points. It should be appreciated that when multiple 
injection points are employed in the practice of this 
invention, the injection points may differ by depth only or 
differ from one another by lateral location or differ by 
combinations of different depths and lateral locations. Thus, 
in one embodiment of the present invention, the tracers can 
be introduced into the SubSurface formation via a Single well 
at a variety of depths. In another embodiment of the 
invention, the tracers can be introduced into the SubSurface 
formation through multiple wells. 

In the practice of this invention, it may be advantageous 
to minimize loSS of tracer after injection into the SubSurface 
formation by confinement of the Surface. This technique 
would be particularly advantageous when a gaseous carrier 
fluid is employed. Confinement at the Surface can be 
achieved as by covering the Surface with a sheet of imper 
vious material to Seal the Surface. 

The tracers are detected and measured at a Sampling point 
after a time Sufficient to enable the tracers to travel through 
the SubSurface formation. The Sampling point can be at an 
injection point or can be a given distance from an injection 
point. Additionally, a Sampling point can be in the SubSur 
face formation or, alternatively, the tracers can be withdrawn 
above ground and measured thereafter. Preferably, an indi 
vidual Sampling point is a given distance from a given 
injection point. The measurement can occur at a Sampling 
point below the Surface Such as when the measurement 
equipment is located in the SubSurface formation or can 
occur above the SubSurface after withdrawing the tracers 
from the SubSurface formation at a Sampling point. In 
principle it may be possible to affect Surface detection of the 
Subsurface tracers using electromagnetic or acoustic Signals. 
Generally, however, detection is achieved by obtaining a 
Sample of the tracers present (in a carrier fluid if a carrier 
fluid is used) and measuring any separation of tracers using 
conventional equipment Such as liquid or gas chromatogra 
phy instruments. It is also contemplated that multiple depth 
Samplers can be useful in the practice of this invention, as 
when for example, a monitoring well is employed at the 
Sampling location. Alternatively, measurement equipment 
equipped with a ion-Selective electrode can be employed 
when the tracer is an ion Such as iodide or bromide. 

The chromatography equipment should provide the 
operator with a reading showing the Separation of tracers. If 
NAPL is absent from the subsurface formation, no separa 
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8 
tion of tracers should occur, whereas if NAPL is present 
Separation should occur. The Separation of tracers will 
enable the operator to determine the location, Volume or 
composition of NAPL. 
From the difference in production times of the tracers, i.e., 

the measured Separation of tracers at the Sampling point, the 
NAPL Saturation in the Subsurface formation can be deter 
mined. Using the method of moments, the Volume of total 
NAPL in the subsurface formation is given by the formula: 

where V. and V, are the first moments of the nonpartitioning 
and partitioning tracers in terms of cumulative Volume of 
detected tracers at the Sampling point, K is the partition 
coefficient of the partitioning tracer and V is the Volume of 
NAPL. This equation or others similar to it can be applied 
repeatedly to any number of tracers used in this way. For 
example, for tracers which are introduced as gases (see, for 
example, Table 1) the following equation can be employed: 

wherein K is the partition coefficient of tracer K between 
the NAPL and air, and t, are the mean residence times of 
the partitioning and nonpartitioning tracers obtained by 
integrating the two tracer response curves to estimate the 
first moments of these curves and q is the flow rate Li/T). 
Additionally, the partition coefficient K of a gaseous tracer 
K, is the ratio of its concentration M/L) in the NAPL phase 
to its concentration in the gaseous phase, according the 
formula: 

KFCfC. 

Using thermodynamic phase equilibria theory, partition 
coefficients for the various tracers and a particular NAPL 
may be estimated. The partition coefficient of tracer i 
between NAPL and air was given in an equation above and 
can be expanded to include mole fractions and density, or 

where X is the mole fraction of tracer i in phase j. V and 
V. are the molar volumes of the air and NAPL phases 
L/mole), respectively, and p, is the molar density of that 
phase. Since the gas phase can be assumed to be ideal at Such 
low preSSure, the partition coefficient can be estimated from 
the liquid phase activity coefficient Y and the vapor preSSure 
of each species i as follows: K=(PV)/(PVY), where P 
is the total pressure F/L), P." is the vapor pressure of the 
tracer, and Y is the activity coefficient for tracer i in the 
liquid phase. The molar volume of air at 23° C. is 24.300 
cc/mole and the molar volume of TCE is 89.99 cc/mole. If 
the liquid phase were an ideal Solution, then the Lewis 
Randall rule would apply and the activity coefficient of the 
tracer in the NAPL would be one. These ideal K values are 
listed in Table 2 for each tracer with trichloroethene. 
However, in practice, the liquid can be far from ideal. An 
activity coefficient model to estimate Y can be used in Such 
a case. For example, a regular Solution theory model could 
be used when the Species are not polar. However, Such 
models should be well established for the precise conditions 
of interest to make predictions with a high level of confi 
dence. 

If the amounts of NAPL in different locations vertically 
and/or a really need to be determined, the combined chro 
matographic Signal from the tracers needs to be inverted. In 
many contaminant detection problems, most of the Soil will 
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not be contaminated by NAPL, but only a small amount of 
NAPL where the Source is located. This source often will 
have caused a plume of dissolved contaminant to form and 
migrate over large distances in ground water, but the Source 
itself will often be Small, of unknown location, and difficult 
to find by existing technology. A novel aspect of this 
invention is the use of multi-level tracer injection points and 
Sampling points to Solve the inverse problem required to 
determine the three-dimensional distribution of NAPL in the 
soil. When the location of NAPL is desired to be elucidated 
by the practice of this invention, one or more partitioning 
tracers and one or more nonpartitioning tracers may be 
introduced at multiple injection points or measured at mul 
tiple Sampling points, or introduced at multiple injection 
points and measured at multiple Sampling points. 

Although most of the NAPL will typically be contained in 
the Source, Small amounts will often dissolve in the water 
and the amount So dissolved may also be of interest. A 
contaminated unsaturated Zone generally consists of three 
fluid phases, namely, residual water, residual NAPL and air. 
Thus, knowing the residual water Saturation may be valuable 
as well. In this case, one or more tracers that partition into 
the water from the carrier fluid could be used to estimate the 
residual water Saturation at the same time that the same or 
other partitioning tracers are used to determine residual 
NAPL Saturation. 

The present invention can be employed to determine 
location, volume and/or composition of NAPL. It should be 
appreciated the composition of the NAPLs are oftentimes 
not known and may vary Significantly within the SubSurface 
formation Since, in many cases, a wide variety of organic 
wastes was buried or disposed of over long periods of time 
in different points of the ground surface without sufficient 
records. Furthermore, the composition of the NAPL may 
have changed due to natural processes Such as Volatilization 
into the air, dissolution and So forth. Samples of air and 
water containing Some of these components are not always 
a reliable indicator of the Source composition and liquid 
Samples are often not available. Tracer partition coefficients 
are a function of the NAPL composition, so this affects the 
design and interpretation of the practice of this invention in 
the field. 
A novel aspect of this invention is the ability through 

practice of this invention to obtain useful results from 
partitioning tests even in situations where the NAPL com 
position is only known approximately. In Such a case, 
laboratory experiments and/or thermodynamic theory can be 
used to estimate the K values of each tracer in each major 
organic species (component) of the NAPL. Provided at least 
as many partitioning tracers are used as there are major 
organic species (components of the NAPL), then the com 
position of the NAPL can be inferred as well as the amount 
of NAPL. This is a second type of inverse problem, known 
as “compositional analysis,” Since a Solution to the Set of 
equations describing the behavior of the tracers must be 
estimated from the multiple Simultaneous tracer Signals. 

After the NAPL has been located and one or more of 
Several remediation technologies has been applied to remove 
it from the Soil, the quantity remaining in the remediated 
Zone may be estimated to thereby provide a performance 
assessment of the attempted remediation. In another 
embodiment of this invention, the quantity of NAPL in the 
remediation Zone can be determined concurrently with the 
remediation. Thus, the methods of this invention can be 
employed before, during and after attempted remediations. 
To determine volume of NAPL present, one partitioning 
tracer and one nonpartitioning tracer need only be intro 
duced into the SubSurface formation. 
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10 
In one embodiment of the present invention, the distri 

bution of NAPL in the subsurface formation. In this regard, 
it is desirable to Sampling the tracers at multiple Sampling 
points and the use of modeling. In particular, appropriate 
injection and Sampling points are determined, generally by 
injecting and/or Sampling the tracers at different depths. In 
Some cases, it may be desirable to repeat the tracer testing 
using different injection and/or Sampling points both with 
respect to depth and Surface location. Once three 
dimensional data of this type has been obtained, a Suitable 
inverse model can be used to calculate a three-dimensional 
distribution of NAPL. First, a Suitable model of the fluid 
flow behavior of the tracers in the formation is obtained. 
This model will generally be either a streamline model with 
Suitable features to model partitioning tracers or a finite 
difference or finite element numerical model that approxi 
mates the differential equations describing the three 
dimensional fluid flow in the formation, but any suitable 
engineering approach could be used provided it included a 
description of the behavior of the partitioning tracers. 
Second, an algorithm for calculating parameters in this 
model is obtained. This model will generally be based upon 
a maximum likelihood method Such as least Squares regres 
Sion that can be used to calculate an unknown parameter 
vector so as to fit the fluid flow model predicted values to 
measured data in a least Squares Sense. Such least Squares 
regression algorithms are known to those of skill in the art, 
as described in Jin et al., “Subsurface NAPL Contamination: 
Partitioning Tracer Test for Detection, Estimation and 
Remediation Performance Assessment,” Toxic Substances 
and the Hydrology Sciences, (American Institute of 
Hydrology, 1994), pages 131-159, incorporated herein by 
reference. The parameters in this instance will include the 
local NAPL saturations or equivalent measures of NAPL 
amount locally for discrete Volumes of the contaminated 
formation under testing. Although other approaches to Solv 
ing this inverse problem can be used, including even trial 
and error, these other methods will generally be leSS Satis 
factory. The forward fluid flow model can be used, and is 
preferably used, to calculate the appropriate injection and 
Sampling points to design the tracer test for this purpose. 

In addition to estimating the amount and location of 
NAPL within the contaminated formation from the parti 
tioning tracer data, it may be desirable to estimate NAPL 
composition Since many polluted SubSurface waste Sites 
contain mixtures of various contaminants. If the various 
chemical components of this waste mixture are not too 
dissimilar, a Single organic liquid may be expected to occur 
within the pores of the contaminated Soil or rock formation, 
but unless this liquid has been carefully Sampled and 
analyzed, its precise composition (the Set of mole fractions 
of each component in the mixture) will not be known. 
Estimates of its composition can Sometimes be made from 
compositional measurements on contaminated water, air or 
Soil that has been Sampled and analyzed from locations 
hydraulically connected to the NAPL, but the reliability of 
these will vary depending on the nature of the NAPL and 
other poorly known factors, So additional information about 
the NAPL composition as inferred from the partitioning 
tracer test may be desired. This can be done provided a 
Sufficient number of partitioning tracers are used Since the 
partition coefficient of each tracer can be modeled as a 
function of NAPL composition and the tracer data inverted 
to infer composition. In particular, each tracer partition 
coefficient can be expressed as a function of the activity 
coefficient of each chemical component in the NAPL or 
alternatively Some other equivalent thermodynamic model 
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can be used to express the relationship between the partition 
coefficient and composition. Activity coefficients depend on 
the temperature, pressure and n-1 mole fractions, where n is 
the number of components in the NAPL. The temperature 
and pressure can be considered known and fixed for any 
given test. This means that n-1 partitioning tracer data Sets 
are needed in principle to infer the n-1 mole fractions 
describing the unknown NAPL composition. In addition, 
one partitioning tracer data Set is needed to compare with the 
non-partitioning tracer to infer the NAPL Saturation (or 
equivalently volume or mass) for a total of n partitioning 
tracers data Sets. Many Suitable activity coefficient models 
are well known and available for various types of organic 
liquids and could be used for this purpose. Laboratory 
experiments may be needed in Some cases to test or calibrate 
these models under the conditions of interest and for repre 
sentative components of NAPL. Laboratory experiments 
will still be needed in general to measure the infinite dilution 
activity coefficients of the tracer components as a function of 
NAPL composition, but the tracer concentrations will gen 
erally be sufficiently low by design that the concentrations of 
the tracers can be neglected with respect to the activity 
coefficient model. Very low concentrations of organic com 
ponents in the NAPL will for similar reasons not be readily 
inferred by this approach. Thus, if these very Small concen 
trations are known or Suspected from other data Sources or 
methods, and if they are considered important even though 
Small, then tracers that are particularly Sensitive to these 
components must be Selected and used and repeated appli 
cations of the partitioning tracer method may be needed to 
target Specific components or if there is evidence of multiple 
liquid phases (NAPLs) or significant variations of NAPL 
composition Spatially. Generally, however, these complica 
tions will not exist or be important and the use of n-1 
partitioning tracers, where n is now the number of major 
NAPL components, will serve as a sufficient check on the 
validity of the measured or assumed NAPL composition. 
This will be particularly advantageous when the method is 
used as a performance assessment tool Since the NAPL 
composition will in general change as a result of the reme 
diation process itself. For example, co-Solvent may selec 
tively extract certain components from certain NAPLS, 
Steam may selectively distill lighter components from cer 
tain NAPLs, and similarly for most other remediation pro 
CCSSCS. 

When the tracers are withdrawn, i.e. extracted, from the 
Subsurface formation, the methods and apparatus described 
above for the introducing Step can also be employed. Thus, 
the tracers can be withdrawn by pumping using an extraction 
or monitoring well, a piezometer, a Stand pipe, a multilevel 
Sampler, a drive point Sampler or a cone-penetration Sam 
pling point. 

The present invention can be practiced in a variety of 
Subsurface formations. Thus, a variety of geological units 
can be present during the practice of the invention. For 
example, the formation can be uniform and composed of 
Sediment, Sediment and rock of varying grain size, rocks 
with natural fractures and So forth. The present invention can 
be used to elucidate the presence of NAPL in fractured 
Subsurface formations, as discussed above. The distribution 
of the nonaqueous phase liquid within the SubSurface for 
mation can be irregular. Also, the NAPL can be located in a 
Substantially unconfined formation. 
AS described above, the NAPLS characterized in accor 

dance with this invention can be LNAPLs (NAPLs less 
dense than water) or DNAPLs (more dense then water). It is 
contemplated that the NAPLs constitute contaminants in the 
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12 
SubSurface formation. Generally, NAPLS are organic com 
pounds or mixtures of organic compounds. Such contami 
nants may be needed to be removed from the formation 
through remediation techniques Such as described herein. In 
a given subsurface formation, mixtures of DNAPLs and 
LNAPLs may be present. In one embodiment of the 
invention, DNAPLs are characterized by detecting the pres 
ence of the DNAPL, determining the volume of DNAPL, 
determining the composition of the DNAPL, determining 
the distribution of the DNAPL or combinations thereof. 
Representative classes of NAPLs include halogenated 
hydrocarbons including chlorinated hydrocarbons, hydro 
carbons Such as alkanes and aromatic compounds, ethers, 
ketone, aldehydes, petroleum oil distillates Such as gasoline 
and aircraft fuel. Representative examples of DNAPLs 
include halogenated hydrocarbons Such as chlorinated 
hydrocarbons, creosote and coal tar. Representative chlori 
nated hydrocarbons include chloromethane, methylene 
dichloride, chloroform, carbon tetrachloride, ethane Substi 
tuted with from one to six chlorine atoms, ethene Substituted 
with from one to four chlorine atoms, chlorobenzene, 
dichlorobenzene and trichlorobenzene. Representative 
examples of LNAPLs include hydrocarbons including 
alkanes, aromatic compounds Such as benzene, alkyl 
benzene, biphenyl, alkyl biphenyls, ethers, aldehydes, 
ketones and crude oil distillates Such as gasoline and aircraft 
fuel. 
The present invention can be used to initially detect the 

presence of NAPL in the subsurface. Additionally, the 
invention can be carried repeatedly to assess the perfor 
mance of a remediation by determining the initial volume 
present of NAPL and then determining the volume present 
after an attempted remediation. Furthermore, the present 
invention can be employed to measure the composition of 
NAPL and/or the volume of NAPL in the Subsurface for 
mation. 
AS used herein, “remediation” means an attempted 

removal of organic contaminants (NAPL) from a subsurface 
formation, which can be performed using conventional 
techniques Such as the pump and treat methods, or other 
techniques well known to those skilled in the art of reme 
diation. Remediation may also be performed by use of a 
Surfactant Solution which is pumped in and extracted from 
the SubSurface to remove the organic contaminants. AS used 
herein, "NAPL Saturation” means the volume fraction of 
NAPL per unit pore space in the Subsurface formation. Pore 
Space can be determined by techniques well known to those 
skilled in the art. 
The following examples are provided as exemplary of the 

practice of the present invention and are not to be construed 
to limit the Scope of the invention or claims thereto. AS used 
in the context of the examples, the injection points may be 
referred to as "injection wells' and Sampling points may be 
referred to as “production wells”. 

EXAMPLE 1. 
Use of Tracers to Determine Presence and Volume of 
DNAPL in Water-Saturated Sand 
A Soil column experiment was performed to illustrate the 

use of partitioning tracers to detect DNAPL in a saturated 
Zone. A Kontes preparative chromatography column made 
of borosilicate glass (4.8 cm ID) was packed with mesh sizes 
of 60 to 200 Ottawa sand and Saturated with water at 23 C. 
The length of this Sandpack was 12.24 cm. The porosity and 
intrinsic permeability to water were measured and found to 
be 0.329 and 5.84 Darcy, respectively. Residual tetrachlo 
roethylene (PCE) saturation was established by injecting 
PCE at a flow rate of 3.31 ml/min for 3.1 pore volumes 
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followed by injecting water at a flow rate of 3.0 ml/min for 
3.64 pore volumes at which point the effluent contained only 
water. Two alcohol tracers were added to the water and 0.52 
pore Volumes of water containing these tracers were injected 
at 0.316 ml/min followed by several more pore volumes of 
water until the alcohols could no longer be detected in the 
effluent. The alcohols were isopropanol (IPA), which parti 
tions to the PCE in only very small amounts, and 2.3 
dimethyl 2-butanol (DMB), which partitions strongly to the 
PCE from water. The injected concentration (C) of IPA was 
867 mg/l and the injected concentration of DMB (C) was 
873 mg/l. The partition coefficients of each of these alcohols 
were determined by equilibrating Samples containing in the 
range of 100 to 1,000 mg/l of both alcohols with equal 
volumes of water and PCE and measuring the alcohol 
concentrations in each phase using a gas chromatograph. 
The partition coefficient for IPA determined by this method 
was found to be 0.04 and the value for DMB was 2.76. Both 
of these values are expressed in mg/l of alcohol in the 
PCE-rich phase divided by mg/l of alcohol in the water-rich 
phase. 

The experimental effluent alcohol concentrations are 
shown in FIG. 1. As expected, the DMB was retarded 
relative to the IPA due to its partitioning into the residual 
PCE. The separation of the two curves gives an unmistak 
able signal that the sand is contaminated with PCE. The 
residual PCE saturation was estimated using the method of 
moments to be 0.189. This value agrees with the value 
measured from a mass balance on the PCE within the 
experimental error of each of the measurements. The tracer 
curves were then numerically simulated using this value and 
the measured partition coefficients and these are the curves 
shown in FIG.1. Only the dispersivity was adjusted in these 
Simulations. The value determined this way was 0.33 cm, 
which is typical of values measured under these conditions. 
Inverse modeling was also used to estimate the value of the 
residual PCE using nonlinear least-Squares regression. Each 
iteration of the computational procedure implementing the 
nonlinear least-Squares regression requires simulating the 
tracer data twice to evaluate the gradients. The value of the 
residual PCE saturation computed this way was 0.209. 

This experimental example demonstrates that through the 
practice of this invention, NAPL can be detected in a 
Saturated Zone. Similar principles apply to detecting NAPLS 
in either a Saturated or unsaturated Zone. There are of course 
many important details to consider to Successfully apply this 
technology to the detection of NAPLs in the subsurface 
environment. The analysis of the tracer data becomes much 
more complicated and Subject to large errors if the tracer 
velocity is too high for local equilibrium. The velocity in this 
experiment was 2.51 ft/day, which gave a residence time of 
the tracers on the order of 4 hours. It is contemplated that 
this is Sufficient residence time to give a close approximation 
to local equilibrium under these conditions. 

Ideally, adsorption of each tracer on the mineral Surfaces 
of the soil should be zero or close to zero for simplicity. 
However, if the tracer adsorption is measured and it is not 
too large relative to the retardation due to partitioning into 
the NAPL, then the calculations can be done accurately even 
with tracer adsorption. Equal pore Volumes of adsorption of 
the tracers will cancel since only the difference between the 
response curves affects the estimated residual oil Saturation. 
In any case, adsorption of these alcohol tracers on typical 
aquifer Sand is likely to be negligible compared to the very 
large partitioning and Subsequent differential retardation due 
to the residual oil Saturation of this experiment. 

It is expected that there are a number of other tracer 
performance criteria that may be required for field applica 
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14 
tions. Some of these are environmental acceptability, chemi 
cal and biological Stability, acceptable cost and availability 
in Sufficient quantities, ease of detection in the produced 
fluids, and insensitivity to the precise composition of all 
components of the NAPL, since this may not be known with 
high precision. The tracers used in these examples may or 
may not meet all of these criteria and may or may not be 
ideal choices for this or any other ground-water condition. 

Although less well established, a number of tracers that 
partition between gas and organic phases have been identi 
fied and used. Examples are light alkanes Such as ethane. In 
a contaminated Vadose Zone, hydrocarbons that are not 
present could conceivably be used for this purpose, but other 
tracerS Such as perfluorocarbons are more likely to be good 
choices because of their well known and highly desirable 
properties and the fact that they will not be present even in 
very low quantities in the contaminated Zone. Sulfur 
hexafluoride is still another potential tracer for injected air. 
Although it does partition into the organic phase, its partition 
coefficient may not be large enough for a strong Signal under 
many conditions of interest. Clearly, there are many other 
possible water and gas tracers for this purpose and there are 
Several advantages to using Several tracers rather than the 
minimum of two tracers. 

For PCE, IPA has a partitioning coefficient, K, of 0.04 and 
DMB has a partitioning coefficient, K, of 2.76. The presence 
of a NAPL, in this case PCE, in the sand is inferred by 
separation of tracers. In FIG. 2 it should be noted that 
tritiated water does not partition as does not the IPA to any 
appreciable degree. 

EXAMPLE 2 
Performance Assessment of a Remediation 
The contaminated sand from Example 1 was cleaned by 

flushing the Sand with an aqueous Solution of Surfactant until 
all the trichloroethene was removed to thereby simulate a 
Successful remediation. The procedure of Example 1 was 
then repeated. The results are shown in FIG. 2. Since no 
NAPL is present in which DMB can partition into, the IPA 
and DMB travel through the sand at the same rate and, 
accordingly, FIG.2 shows overlap of breakthrough curves of 
the IPA and DMB. Thus, the absence of NAPL in the sand 
can be inferred, thereby indicating a Successful remediation. 

EXAMPLE 3 
Use of Tracers to Determine Presence and Volume of 
DNAPL in Unsaturated Sand 
The perfluorocarbon tracers (PFTs) used in this Example 

were purchased from PCR, Inc. Table 1 lists some of the 
properties of the selected PFTS as well as those of the other 
two gases of interest. 
The NAPL used to examine the partitioning of perfluo 

rocarbon gases was trichloroethylene (TCE, Certified ACS) 
obtained from Fisher Scientific. The density of TCE at 20° 
C. is 1.462 g/cc. Its molecular weight is 131.39 g/mole and 
its vapor pressure is 1.16 psi at 20° C. 

Ottawa Sand, purchased from U.S. Silicon, was used in 
this experiment. The sand has a size range from 40 to 140 
U.S. sieve numbers or 0.425 to 0.105 mm. The sand was 
washed with hydrochloric acid (4N) and baked for 24 hours 
to remove fine materials and possible organics. 
Column Procedures 

Three columns were prepared for each experiment: (1) a 
contaminated primary column (2.5 cmx30 cm) Saturated 
with residual water and TCE.; (2) a contaminated pre-column 
(2.5 cmx60 cm) saturated with water and TCE; and (3) an 
uncontaminated Secondary column (2.5 cmx30 cm) Satu 
rated only with water. The contaminated primary column 
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was assembled and weighed without Sand in order to obtain 
a reference weight of the column. This weight was used later 
to estimate porosity. Next, the inlet end pieces were removed 
and the column was Secured to a vibrating jig. Ottawa Sand 
was placed in a funnel and the funnel was also affixed to the 
jig. The apparatus was activated and the column was 
allowed to fill at a rate of approximately 1 cm (of height in 
column) per minute. 

After the primary column was full, it was removed from 
the Stand and the inlet cap tightened onto the end of the 
column. In addition to the end pieces, three Screens (60 
150-60 mesh or 0.25-0.0998-0.25 mm) were placed on each 
end in a Sandwich fashion. These assist in distributing the 
fluid flow and act to keep preSSure on the Sand pack. 
Subsequently, the column was leak-tested at a preSSure of 10 
psi. Finally, the column was weighed again and the porosity 
and pore volume were estimated to be 35% and 56.9 cc, 
respectively. The mean grain density of the Sand was 2.65 
gm/cc. 

The contaminated pre-column (2.5 cm x60 cm) was pre 
pared Similar to the first column. This column Saturates 
incoming air to reduce Stripping of water and TCE from the 
primary column that was used to evaluate the tracers. 

The primary column was mounted in a vertical configu 
ration and a burette with 100 cc of deionized water was 
mounted above the column and attached to the inlet. The 
Valve on the burette was opened and water was allowed to 
gravity drain into the column. After approximately one pore 
volume of water had entered the column, the burette was 
disconnected and the column was allowed to continue to 
gravity drain. Air was flushed through the column to dis 
place any mobile water. The difference between the water 
injected and the water produced was used to determine the 
residual water Saturation. The column was weighed again to 
Verify the water retained. The residual water Saturation was 
estimated to be 35.9%. 

Next, approximately 5 cc of TCE, enough to produce a 
residual Saturation, was injected into the primary column 
using a Syringe and allowed to gravity drain. After draining 
overnight, the column was weighed for a more accurate 
estimate of TCE Saturation. The residual TCE Saturation was 
estimated to be 8.4%. In both cases, water and TCE 
injection, the pre-column was treated in the same manner. 
However, larger amounts of water and TCE were injected 
Since the pre-column is twice as large. 

The primary column and pre-column were plumbed into 
the flowpath. Air flow was through the precolumn, past the 
reference side of the thermal conductivity detector (TCD), to 
the test column and then to the measurement Side of the 
TCD. Two injectors, one for the gas tracers (Valco Instru 
ments Switching valve with Sample loop) and one for liquid 
tracers (heated injection port) were located between the 
reference side of the TCD and the test column. Flow rates 
were adjusted by the use of a snubber valve located between 
the precolumn and TCD. Flow rates were monitored and 
measured by a combination of rotameters and a bubble 
meter. The TCD measures the difference between the refer 
ence Stream and the effluent of the test column. Additionally, 
water-filled manometers were affixed to each end of the 
column to measure pressure drops acroSS the column. These 
measurements were used to estimate the permeability of the 
Sand-pack. 

Approximately 4 to 8 hours was required for the air 
Stream to equilibrate and for a stable baseline to be estab 
lished. When the baseline was stable, tracer injections 
began. Data collected from the TCD were integrated and the 
integration values Stored to computer files data acquisition 
Software. 
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A Secondary, uncontaminated column was packed and 

configured in the Same manner as the contaminated column. 
The only modification made to this column was that the 
volume of water was equal to the volume of water plus TCE 
in the primary column. This Secondary column was used to 
observe tracer behavior in an uncontaminated environment. 

Using the Setup described above, Several experiments 
were conducted at various flow rates to determine flow rate 
dependency. Additionally, another test column was prepared 
containing Soil from a field Site and the tracers were evalu 
ated in this medium. 
Results and Discussion 

Before tracer injection began in the primary column, 
argon and CF were injected into the Secondary column. 
Their breakthrough curves are plotted in FIG. 3. Using this 
procedure, the gas Saturation in the Secondary column would 
be similar to that in the primary column. The Secondary 
column was first allowed to equilibrate. Once a baseline was 
established, argon and CF were injected into the column. 
The CF was injected as a liquid through the heated 
injection port. The injector temperature was 40 C.; the 
liquid was vaporized and moved through the column as a 
gas. The purpose of this was twofold, first, to monitor the 
CF with respect to argon; the mean residence times 
should be Similar in a clean column; and Second, to observe 
the breakthrough curve of a liquid tracer (at room tempera 
ture and atmospheric pressure) and to examine it for char 
acteristics that may be particular to tracers injected as 
liquids. Several of the tracers in Table 1 are injected as 
liquids, in particular CFs, CF2, C7F1, CFs. When 
mixed with air, however, they become gases. 
The mean residence times were calculated by the method 

of moments to be 45 cc for both the argon and CF tracers 
in the Secondary column. The mean residence times should 
be equal Since there is no TCE for the tracer to partition into. 
From this result, it can be inferred that under these condi 
tions adsorption is negligible. Additionally, the CF, 
although injected as a liquid, does not exhibit any Substan 
tially different characteristics than argon. The flatness of the 
peak is believed to be a result of the fact that the liquid 
Vaporizes slowly. 

After the uncontaminated column experiment had been 
completed, the contaminated column experiments were 
begun. Once a steady baseline on the chart recorder was 
achieved with the contaminated column connected, the 
tracers were injected Sequentially into the column and their 
production was monitored. The mean residence time for 
production of each tracer was calculated from the response 
curves using the method of moments. This value can be 
expressed in minutes or converted to Volume units by 
multiplying by the flow rate. Once the mean residence times 
were known, the experimental partition coefficient for each 
tracer was calculated. The ratio of the ideal partition coef 
ficient to that of the experimental value gives the activity 
coefficient of each tracer in TCE. Table 2 and FIGS. 4, 5 and 
6 provide tabular and graphical analysis of the results. 

Table 2 lists the mean residence time (in minutes and cc), 
experimental partition coefficients, and the activity coeffi 
cients calculated for each tracer. Argon has the shortest 
retention time followed by CF and SF. The small retention 
time for CF indicates that its partitioning is essentially Zero 
Since the value falls within the range of measurement error 
compared to argon. However SF does show a Small but 
experimentally significant partitioning into the TCE. The 
table shows that partitioning generally increases with an 
increase in molecular weight of the tracer. 
The computed activity coefficients indicate that high 

nonideality exists between the perfluorocarbon tracers and 
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TCE. The Smallest activity coefficient is 20.3 for CFs, 
which is still substantial. The highest was 63.1 for C.F. 

The breakthrough curves are divided into FIGS. 4, 5 and 
6. FIG. 4 plots the lighter (gas) tracers (argon, SF, CF and 
CFs) which were observed at much higher concentrations 
than the heavier tracers (CSFs, CaF2, C7F14, CFs). A 
Volume of 3.5 cc of each gas tracer was injected into the 
column. 

FIGS. 5 and 6 show the heavier (liquid) tracers. These 
tracers are liquids at room temperature and atmospheric 
preSSure. A Volume of 0.1 cc of each liquid tracer was 
injected except 0.05 cc of CFs was injected. The produced 
tracer concentrations of the heavier tracers could be 
increased by injecting additional amounts. FIG. 5 does not 
include CF, because of its delayed production from the 
column. However, it is included in FIG. 6. Clearly the 
heavier tracers exhibit larger mean residence times relative 
to argon, the nonpartitioning tracer. In addition, the curve for 
CF shows Some asymmetry early in the curve due to 
impurities in the tracer. 

The tracer response curves generally trend to the right 
indicating increased partitioning. AS the tracer partitions into 
the NAPL phase, it is retained in the column longer therefore 
its peak is retarded. The graphical trend is illustrated by the 
partition coefficient calculations reported in Table 2. 

The most prominent trend evident in these results is that 
as the tracers increase in molecular weight, along with a 
decrease in vapor pressure, the peak height decreases and 
there is more spreading at the base of the curve due to 
increased partitioning. Compared to the uncontaminated 
column, where the argon and CF had similar mean 
residence times, with the addition of TCE to the column, 
these two tracers now differ in the primary column by a 
factor of more than two. 

Further experiments at different flow rates provided addi 
tional data about the tracers. Flow rates of 1.38 cc/min and 
4.15 cc/min were established and the Suite of tracers were 
injected Sequentially into the column at these flow rates. 
These rates correspond to linear velocities of 2x10" m/s and 
6.4x10" m/s. The tracers and their respective partition 
coefficients are listed in Table 3. The negative partition 
coefficient of CF at 4.15 cc/min implies that CF was 
produced before argon for that experiment. Considering all 
of the data, the conclusion is that CF shows negligible 
partitioning and should be a good choice for a nonpartition 
ing tracer. 

These data indicate that equilibrium partitioning was not 
occurring at the higher flow rates. Since a rate dependence 
was observed, the rate was lowered to 0.08 cc/min and the 
experiment repeated for CFs. In addition, a batch equilib 
rium measurement of the partition coefficient was made for 
this tracer. Both of these measurements gave a partition 
coefficient of about 4.7, which is significantly higher than 
the value of 3.7 at the next lowest rate of 0.45 cc/min. FIG. 
7 shows these data for a batch experiment and all flow rates 
examined. Based on this data it is contemplated the batch 
and variable flow rate must be very low in this column 
experiment for equilibrium partitioning to occur. The resi 
dence time at 0.45 cc/min is about two hours and several 
times this may be required for equilibrium partitioning. AS 
the partition coefficient increases, So does the residence 
time, so the heavier tracers should be less effected by 
nonequilibrium partitioning. In any case, once Suitable trac 
erS have been identified, as has been done here, either batch 
experiments or experiments at low rates or in longer col 
umns (to give long residence times) can be conducted to 
determine the equilibrium partitioning coefficients needed 
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for field application (assuming the residence time for the 
field test is long compared to the column test). 

Another experiment was conducted involving the injec 
tion of tracers into a column packed with uncontaminated 
field soil. The porosity of the field soil was 42.6%. The 
permeability was estimated to be about 1.3 Darcies; about 
six times lower than the Ottawa sand. In addition, the field 
soil contained clays. The soil was contaminated with TCE in 
the same manner as the previous experiments. The tracers 
were then injected at two different rates. The lighter tracers 
(CF, CFs, CF and SF) were injected at 0.4 cc/min, and 
the heavier ones (CF, C7F and C.F) at 1.2 cc/min. 
These rates correspond to linear velocities of 5.8x10 m/s 
and 1.7x10" m/s, respectively. Argon was injected at both 
rates. The partition coefficients for the various tracers in field 
Soil are given in Table 4. The CF again shows negligible 
partitioning into the TCE. The other tracers show partition 
ing Similar to the previous experiments. The partition coef 
ficient of CFs is 4.77, almost the same as the batch 
equilibrium measurement. This indicates a closer approach 
to equilibrium in this experiment even at the rate of 0.4 
cc/min. 

TABLE 1. 

Properties of Gas Tracers Used in Partitioning Tracer 
Test Experiments 

Molecular Vapor Boiling 
weight Press Pt. 

Tracer (gm/mole) (psi (Q) C.) ( C.) 

Argon, Ar 39.95 -186.0 
Sulfur Hexafluoride, SF 146.06 334 (a) 21 -63.8 
Carbon Tetrafluoride, CF 88.01 -128.0 
Octafluorocyclobutane, CFs 2OO.O4 40 (o. 21 -5.8 
Octafluorocyclopentene, 212.05 12.7 (a 25 27.0 
CSFs 
Dodecafluoroditnethylcyclo- 3OO.O6 7.2 (a 25 45.O 
butane, CF12 
Perfluoromethyleyclohexane, 350.07 2.1 (Q) 25 76.O 
C7F14 
Perfluoro-1,3- 4OO.O7 0.67 (a 25 101.5 
dimethylcyclohexane, CF 

TABLE 2 

Partition coefficients and activity coefficients from 
partitioning tracer experiment at 0.45 cc?min with Ottawa sand 

TCE 

Mean Residence Activity 
Tracer Times Ideal K. Exp. K. Coefficient, 

i t, (mins) t (cc) (Crce/CAIR) (Crce/CAIR) Yi 
Argon 93.2 41.9 O.OO O.OO 
SF 103.7 46.7 11.87 1.02 11.6 
CF 95.1 42.8 O.22 
CFs 131.4 59.1 99.14 3.73 26.6 
CSFs 235.O 105.8 312.54 15.4 20.3 
CF12 2O4.4 92.0 SSO.81 10.6 52.O 
C7F1 362.6 163.2 1934.45 33.2 58.3 
CsF15 1055.O 4748 5857.20 92.8 63.1 
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TABLE 3 

Experimental Partition Coefficients (K) at Various 
Flow Rates for Ottawa Sand Contaminated with TCE. 

Ki (CTCR/CAIR) at Ki (CrcE/CAIR) at 
Tracer 1.38 ccfmin 4.15 ccfmin 

SF O.O4 O.37 
CF -0.21 
CFs 2.68 2.49 
CSFs 13.8 12.8 
CF12 7.53 8.70 
C7F1 49 
CsF15 104.5 72.9 

TABLE 4 

Experimental Partition Coefficients (K) and Activity 
Coefficients (Y) in Field Soil Contaminated with TCE. 

Activity 
Tracer Ki (CrcE/CAIR) Coefficient, Y, 

SF O.69 17.2 
CF O.12 
CFs 4.77 20.8 
CSFs 18.2 17.2 
CF12 12.3 45 
C7F1 36.8 52.6 
CsF15 65.3 89.7 

It should be appreciated that additional materials can be 
added along with the tracers during the practice of this 
invention. However, it should also be appreciated that this 
invention can be practiced in the absence of other Substances 
or in the absence of other procedures during the practice of 
this invention. Thus, the present invention may be practiced 
in the absence of Surfactants which might deleteriously 
effect the partitioning of tracers in the NAPL. 
What is claimed is: 
1. A method for determining a volume of total nonaqueous 

phase liquid located in a SubSurface formation, comprising: 
(A) introducing one or more non-partitioning tracers and 

one or more partitioning tracers into one or more 
injection points located in the SubSurface formation; 

(B) measuring separation between the one or more non 
partitioning tracers and the one or more partitioning 
tracers from one or more Sampling points to determine 
the Volume of total nonaqueous phase liquid in the 
SubSurface formation. 

2. The method of claim 1, wherein the tracers are intro 
duced at two or more injection points located in the SubSur 
face formation the two or more injection points being at 
different depths. 

3. The method of claim 1, wherein Samples are taken at 
two or more Sampling points located in the SubSurface 
formation, the two or more Sampling points being at differ 
ent depths. 

4. The method of claim 1, wherein the injection point and 
the Sampling point are the Same. 

5. The method of claim 1, wherein the nonaqueous phase 
liquid comprises one or more components, and further 
comprising determining a composition of the one or more 
nonaqueous phase liquids by comparing the measured Sepa 
ration with a reference Separation of the one or more 
non-partitioning tracers and the two or more partitioning 
tracers when contacted with reference nonaqueous phase 
liquids the composition of the nonaqueous phase liquid by: 

expressing each tracer partitioning coefficient as a func 
tion of activity coefficients for two or more of said 
components, and 
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calculating the respective mole fractions for each of Said 

two or more components and Volume of total nonaque 
OuS phase liquid by Simultaneously Solving the follow 
ing equation expressed in terms of each of Said com 
ponents and Said Volume of total nonaqueous phase 
liquid: 

V=(V-V.)/K 
where: 
V=the first moment of one of Said partitioning tracers in 

terms of cumulative Volume of detected tracer at the 
Sampling point, 

V=the first moment of one of said nonpartitioning tracers 
in terms of cumulative Volume of detected tracer at the 
Sampling point, 

K is the partition coefficient of one of Said partitioning 
tracers, and 

V is the volume of total NAPL. 
6. The method of claim 1, wherein the distribution of the 

nonaqueous phase liquid is irregular. 
7. The method of claim 1, wherein the nonaqueous phase 

liquid is located in a Substantially unconfined formation. 
8. The method of claim 1, wherein one or more of the one 

or more partitioning tracers are reactive tracers. 
9. The method of claim 8, wherein at least one of the 

reactive tracers is chemically reactive. 
10. The method of claim 8, wherein at least one of the 

reactive tracers is biologically reactive. 
11. The method of claim 1, wherein a thickening agent is 

introduced with the tracers. 
12. The method of claim 1, wherein Said nonaqueous 

phase liquid is a dense non-aqueous phase liquid. 
13. The method of claim 12, wherein the dense nonaque 

ous phase liquid is a chlorinated hydrocarbon, creosote or 
coal tar. 

14. The method of claim 12, wherein the tracers are 
introduced at two or more injection points located in the 
Substrate formation, the two or more injetion points being at 
different depths. 

15. The method of claim 12, wherein samples are taken at 
two or more Sampling points located in the SubSurface 
formation, the two or more Sampling points being at differ 
ent depths. 

16. The method of claim 12, wherein the injection point 
and the Sampling point are the Same. 

17. The method of claim 12, wherein the dense nonaque 
ouS phase liquid comprises one or more components, and 
further comprising determining the composition of the non 
aqueous phase liquid by: 

expressing each tracer partitioning coefficient as a func 
tion of activity coefficients for two or more of said 
components, and 

calculating the respective mole fractions for each of Said 
two or more components and Volume of total nonaque 
OuS phase liquid by Simultaneously Solving the follow 
ing equation expressed in terms of each of Said com 
ponents and Said Volume of total nonaqueous phase 
liquid: 

V=(V-V.)/K 
where: 

V=the first moment of one of Said partitioning tracers in 
terms of cumulative Volume of detected tracer at the 
Sampling point, 

V=the first moment of one of said nonpartitioning tracers 
in terms of cumulative Volume of detected tracer at the 
Sampling point, 
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K is the partition coefficient of Said partitioning tracers, 
and 

V is the volume of total NAPL. 
18. The method of claim 17, wherein the number of 

partitioning tracers is equal to or greater than the number of 
components whose presence is determined. 

19. The method of claim 12, wherein the dense nonaque 
ous phase liquid is a chlorinated hydrocarbon, creosote or 
coal tar. 

20. The method of claim 12, wherein the distribution of 
the dense nonaqueous phase liquid is irregular. 

21. The method of claim 12, wherein the dense nonaque 
ous phase liquid is located in a Substantially unconfined 
formation. 

22. The method of claim 12, wherein one or more of the 
one or more partitioning tracers are reactive tracers. 

23. The method of claim 22, wherein at least one of the 
reactive tracers is chemically reactive. 

24. The method of claim 22, wherein at least one of the 
reactive tracers is biologically reactive. 

25. The method of claim 12, wherein a thickening agent 
is introduced with the tracers. 

26. The method of claim 12, wherein said volume of total 
dense nonaqueous phase liquid in Said SubSurface formation 
is determined using the following equation: 

where: 

V=the first moment of one of Said partitioning tracers in 
terms of cumulative Volume of detected tracer at the 
Sampling point, 

V=the first moment of one of said nonpartitioning tracers 
in terms of cumulative Volume of detected tracer at the 
Sampling point, 

K is the partition coefficient of one of Said partitioning 
tracers, and 

V is the volume of total NAPL. 
27. The method of claim 12, wherein one or more of the 

partitioning tracers is a Substance which hydrolyzes to form 
an alcohol and a carboxylic acid. 

28. the method of claim 12, wherein one or more of the 
partitioning tracers is capable of being used as a fuel or 
nutrient for microorganisms. 

29. The method of claim 1, wherein said volume of total 
nonaqueous phase liquid in Said SubSurface formation is 
determined using the following equation: 

where: 

V=the first moment of one of Said partitioning tracers in 
terms of cumulative Volume of detected tracer at the 
Sampling point, 

V=the first moment of one of said nonpartitioning tracers 
in terms of cumulative Volume of detected tracer at the 
Sampling point, 

K is the partition coefficient of one of Said partitioning 
tracers, and 

V is the volume of total NAPL. 
30. The method of claim 1, wherein one or more of the 

partitioning tracers is a Substance which hydrolyzes to form 
an alcohol and a carboxylic acid. 

31. The method of claim 1, wherein one or more of the 
partitioning tracers is capable of being used as a fuel or 
nutrient for microorganisms. 
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32. The method of claim 1, wherein the presence or 

absence of nonaqueous phase liquid in Said SubSurface 
formation is unknown. 

33. A method for determining a Volume of total nonaque 
ouS phase liquid located in a SubSurface formation, com 
prising: 

(A) introducing one or more non-partitioning tracers and 
one or more partitioning tracers into one or more 
injection points located in the SubSurface formation, in 
which the presence or absence of nonaqueous phase 
liquid is unknown; and 

(B) measuring separation between the one or more non 
partitioning tracers and the one or more partitioning 
tracers from one or more Sampling points to determine 
the Volume of total nonaqueous phase liquid in the 
SubSurface formation. 

34. The method of claim 33, wherein one or more of the 
one or more partitioning tracers are reactive tracers. 

35. The method of claim 33, wherein said volume of total 
nonaqueous phase liquid in Said SubSurface formation is 
determined using the following equation: 

where: 

V=the first moment of one of Said partitioning tracers in 
terms of cumulative Volume of detected tracer at the 
Sampling point, 

V=the first moment of one of said nonpartitioning tracers 
in terms of cumulative Volume of detected tracer at the 
Sampling point, 

K is the partition coefficient of one of Said partitioning 
tracers, and 

V is the volume of total NAPL. 
36. The method of claim 33, wherein said nonaqueous 

phase liquid is a dense non-aqueous phase liquid. 
37. The method of claim 36, wherein the distribution of 

the dense nonaqueous phase liquid is irregular. 
38. The method of claim 36, wherein the dense nonaque 

ouS phase liquid is located in a Substantially unconfined 
formation. 

39. The method of claim 36, wherein the dense nonaque 
ouS phase liquid is a chlorinated hydrocarbon, creosote or 
coal tar. 

40. The method of claim 33, wherein the nonaqueous 
phase liquid comprises one or more components, and further 
comprising determining the composition of the nonaqueous 
phase liquid by: 

expressing each tracer partitioning coefficient as a func 
tion of activity coefficients for two or more of said 
components, and 

calculating the respective mole fractions for each of Said 
two or more components and Volume of total nonaque 
OuS phase liquid by Simultaneously Solving the follow 
ing equation expressed in terms of each of Said com 
ponents and Said Volume of total nonaqueous phase 
liquid: 
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where: K is the partition coefficient of one of Said partitioning 
tracers, and 

V is the volume of total NAPL. 
41. The method of claim 40, wherein the number of 

partitioning tracers is equivalent to one more than the 
V=the first moment of one of said nonpartitioning tracerS number of components whose presence is determined. 

in terms of cumulative Volume of detected tracer at the 
Sampling point, k . . . . 

V=the first moment of one of Said partitioning tracers in 
terms of cumulative Volume of detected tracer at the 
Sampling point, 
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